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OPTIMA TC
closing cap

SCD100141 - 11106038 - 11106039
11106040 - SCD100120 - SCD100176
SCD100177 - SCD100178

TECHNICAL SPECIFICATIONS:
• Stiff, shockproof, anti-UVA PVC, white or grey, recyclable
• Innovative design
• Ultra-fast interlocking fastening system
• Extremely high outer finish
• Heat shrink barcode packaging
• Paintable
• Operating temperature -20°C / +60°C

MODELS AVAILABLE:

WHITE RAL 9010
GREY
ANTRACITE RAL
7016
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DIMENSIONS
CODE MODEL A [mm] B [mm] C [mm]

SCD100141 TC 35 - OPT 35 28 46

11106038 TC 62 - OPT 66 48 75

11106039 TC 75 - OPT 78 58 90

11106040 TC 102 - OPT 104 68 105

SCD100120 TC 135 - OPT 140 84 135

SCD100176 TC 75 - OPT 78 58 90

SCD100177 TC 102 - OPT 104 68 105

SCD100178 TC 135 - OPT 140 84 135

ITEMS
CODE DESCRIPTION

SCD100141 TC35-OPT - “OPTIMA TC” LINE END CAP

11106038 TC62-OPT - “OPTIMA TC” LINE END CAP

11106039 TC75-OPT - “OPTIMA TC” LINE END CAP

11106040 TC102-OP - “OPTIMA TC” LINE END CAP

SCD100120 TC135-OPT - “OPTIMA TC” LINE END CAP

SCD100176

SCD100177

SCD100178
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